
*All the modules listed below have been tested and qualified by Arima

MODEL SPECIFICATIONS
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AB28L72Y4BFC4S

AB28L72Q8SHB3SG

*Dual Intel® Xeon  Processor
*Intel® E7520 chipset
*800 MHz Front side bus
*6 DIMM slots up to 12GB  Registered ECC
PC2100/2700

*AMD Dual Opteron  Processor
*ServerWorks™ HT2000 + HT1000  chipset
*800 MHz Front side bus
*8 DIMM slots up to 32 GB  Registered ECC
PC2100/2700/3200

AB64L72R4S8B3S

AB28L72R4SHB3S

      -Europe: Neil Hall  Tel: 44 (0) 1296 586-298 Fax: 44 (0) 1296 586-298 email: neilh@uk.atpinc.com

      -Japan: Yoshihiro Okuyama  Tel: 81 (3)3526-5006 Fax: 81 (3)3526-5007 email: okuyama@rioworks.co.jp

AB56L72Z4BFC4S AB56L72P4SMHB3SG

AB28L72Q8SHC4SG

For more information please visit us at:  http://www.atpinc.com

For order information please contact:

      -Americas: Florence Hsieh  Tel:(1)-408-732-5000 ext 5831  Fax:(1)408-732-5055 email: sales@atpinc.com

      -Asia Pac, EMEA, Africa: Patty Kuo  Tel:(886)2-2659-6368 ext 101 Fax:(886)2-2659-4982 email: sales-apac@atpinc.com

*Dual Intel® Xeon Processor
*Intel® E7520  chipset
*800 MHz Front side bus
*6 DIMM slots up to 12GB  Registered ECC
PC2100/2700

AB64L72R4S8B3S

AB28L72R4SHB3S

AB64L72Q8S8C4S

AB28L72Y4BFC4S

AB28L72Q8SHB3SG

AB56L72Z4BFC4S AB56L72P4SMHB3SG

*AMD Dual Opteron  Processor
*ServerWorks™ HT2000 + HT1000  chipset
*800 MHz Front side bus
*8 DIMM slots up to 32 GB  Registered ECC
PC2100/2700/3200

AB64L72Q8S8C4S

AB28L72Q8SHC4SG AB28L72Y4BFC4C

AB28L72Y4BFC4S

AB28L72Q8SHB3SG

AB56L72Z4BFC4S

AB56L72Z4BFC4S AB56L72P4SMHB3SG

*AMD Dual Opteron  Processor
*ServerWorks™ HT2000 + HT1000  chipset
*800 MHz Front side bus
*16 DIMM slots up to 64 GB  Registered ECC
PC2100/2700/3200

AB64L72Q8S8C4S

AB28L72Q8SHC4SG AB28L72Y4BFC4C

*AMD Dual Opteron  Processors
*AMD 8151 chipset
*800 MHz Front side bus
*8 DIMM slots up to 16 GB Registered ECC
PC2100/2700/3200

AB64L72Q8S8C4S

AB28L72Q8SHC4S AB28L72Y4BFC4S

AB56L72P4SMHB3SG

AB28L72Q8SHC4SG

AB28L72Q8SHB3SG

AB28L72Y4BFC4C

AB56L72Z4BFC4S AB56L72Z4BFC4M

AB64L72Q8S8C4S

AB28L72R4SHB3S

AB28L72Y4BFC4S
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Products Cross Reference Guide
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INTEL P4/Xeon/AMD based SERVER BOARDS 184-pin DDR266/333/400

STANDARD LOW-PROFILE

*AMD Dual Opteron  Processors
*ServerWorks™ HT2000  chipset
*800 MHz Front side bus
*16 DIMM slots up to 64 GB Registered ECC
PC2100/2700/3200



���������	�
�����
�������������	�����������	�
�����
�������������	�����������	�
�����
�������������	�����������	�
�����
�������������	��
Products Cross Reference Guide

MODEL SPECIFICATIONS
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      -Americas: Florence Hsieh  Tel:(1)-408-732-5000 ext 5831  Fax:(1)408-732-5055 email: sales@atpinc.com

AB64L72Q8S8C4S

AB28L72R4SHB3S

AB28L72Q8SHB3S

AB64L72Q8S8B3(S/C)

AB28L72T4SQB(0/3)S

AB28L72P4SMB(0/3)S

      -Asia Pac, EMEA, Africa: Patty Kuo  Tel:(886)2-2659-6368 ext 101 Fax:(886)2-2659-4982 email: sales-apac@atpinc.com

      -Japan: Yoshihiro Okuyama  Tel: 81 (3)3526-5006 Fax: 81 (3)3526-5007 email: okuyama@rioworks.co.jp

      -Europe: Neil Hall  Tel: 44 (0) 1296 586-298 Fax: 44 (0) 1296 586-298 email: neilh@uk.atpinc.com

 AG32L72C8SEB0S

For more information please visit us at:  http://www.atpinc.com

For order information please contact:

AB64L72N4S8B0S

 AB28L72N4SMB0S

*Intel Dual Xon Processors
*Intel E7505  chipset
*533 MHz Front side bus
*4 DIMM slots up to 4GB Unbuffered ECC PC2100

AG16L64N8SEB0S

AG16L72C8SEB0S

AG32L72B8SEB0S

AB32L72N4S4A2

AB64L72N4S8B0S

 

INTEL P4/Xeon/AMD based SERVER BOARDS 184-pin DDR266/333/400

AB56L72Z4BFC4S AB56L72P4SMHB3SG

*Intel Dual Xeon Processors
*Intel E7500  chipset
*400 MHz Front side bus
*6 DIMM slots up to 12GB Registered ECC PC2100

AB32L72A8S4A2 AB32L72N4S4B0S

STANDARD LOW-PROFILE

*AMD Dual Opteron  Processors
*AMD 8131 chipset
*800 MHz Front side bus
*8 DIMM slots up to  16GB Registered ECC
PC2100/2700/3200

AB32L72Q8SQB0S AB32L72A8S4B0S

 AB32L72Q8SQB3(S/C)

AB32L72Q8SQC4S

AB56L72P4SMB(0/3)S

AB64L72Q8S8B0S

*AMD Dual Opteron  Processors
*AMD 8151 chipset
*800 MHz Front side bus
*4 DIMM slots up to 8GB Registered ECC
PC2100/2700/3200

  

AB32L72Q8SQB0S AB32L72Q8SQB3(C/S)

AB64L72Q8S8B(3C/0S)

 

AB64L72R4S8B3S

*AMD Dual Opteron  Processor
*AMD 8131 chipset
*800 MHz Front side bus
*8 DIMM slots up to 16 GB  Registered ECC
PC2100/2700/3200

AB64L72Q8S8C4S

AB28L72Y4BFC4S

AB28L72Q8SHB3SG

AB56L72P4SMB0S

AB28L72N4SMB0S

*Intel Xeon Processor
*ServerWorks GC-SL chipset
*400 MHz Front side bus
*4 DIMM slots up to 4GB Registered ECC PC2100

AB32L72A8S4A2 AB32L72N4S4B0S

AB32L72N4S4A2

AB28L72Q8SHC4SG

AB28L72P4SMB3C AB28L72Y4BFC4(S/C)

AB28L72Y4BFC4S

AB28L72T4SQB(0/3)S AB28L72P4SMB3S

AB56L72Z4BFC4M
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Products Cross Reference Guide

MODEL SPECIFICATIONS
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240-pin DDR2 400/533/667/800AMD based SERVER BOARDS
STANDARD LOW-PROFILE

*AMD series Processors(Socket F)
*NVIDIA MCP55 chipset
*DDR2 400/533/667/800 Registered ECC DIMM
*6 DIMM slots up to 24 GB

AH28K72L8BHE6S

*AMD series Processors (Socket F)
*NVIDIA MCP55 chipset
*DDR2 400/533/667/800 Registered ECC DIMM
*16 DIMM slots up to 64 GB

AH28K72L8BHE6S

 

 

*AMD AM2 Processors
*NVIDIA MCP55Vpro  chipset
*DDR2 400/533/667/800 Unbuffered ECC DIMM
*4 DIMM slots up to 16 GB

AJ28K72G8BHE6S

 

 

For more information please visit us at:  http://www.atpinc.com

For order information please contact:

      -Americas: Florence Hsieh  Tel:(1)-408-732-5000 ext 5831  Fax:(1)408-732-5055 email: sales@atpinc.com

      -Asia Pac, EMEA, Africa: Patty Kuo  Tel:(886)2-2659-6368 ext 101 Fax:(886)2-2659-4982 email: sales-apac@atpinc.com

      -Europe: Neil Hall  Tel: 44 (0) 1296 586-298 Fax: 44 (0) 1296 586-298 email: neilh@uk.atpinc.com

      -Japan: Yoshihiro Okuyama  Tel: 81 (3)3526-5006 Fax: 81 (3)3526-5007 email: okuyama@rioworks.co.jp
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Products Cross Reference Guide

MODEL SPECIFICATIONS
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AR64V72C4S8GAS

      -Japan: Yoshihiro Okuyama  Tel: 81 (3)3526-5006 Fax: 81 (3)3526-5007 email: okuyama@rioworks.co.jp

For more information please visit us at:  http://www.atpinc.com

For order information please contact:

      -Americas: Florence Hsieh  Tel:(1)-408-732-5000 ext 5831  Fax:(1)408-732-5055 email: sales@atpinc.com

      -Asia Pac, EMEA, Africa: Patty Kuo  Tel:(886)2-2659-6368 ext 101 Fax:(886)2-2659-4982 email: sales-apac@atpinc.com

      -Europe: Neil Hall  Tel: 44 (0) 1296 586-298 Fax: 44 (0) 1296 586-298 email: neilh@uk.atpinc.com

INTEL P3 based SERVER BOARDS 168-pin PC133

STANDARD LOW-PROFILE

*Intel Pentium 3 processor
*ServerWorks HE-SL  chipset
*133 MHz Front side bus
*4 DIMM slots up to 4GB Registered ECC PC133

AR16V72L8S4GAS

AR32V72C4S4GAS AR32V72N4S4GAS

AR32V72C4S4GAW  

 AR128V72N4SMGAS

AMR64V72N4S8GAS

 

  

  

 

 

  

  

 

  

 

  

 

  

 

 

  

 

  

 

 

 

  

 

  


